
ABSTRAK

Nama : YAYAH NAZMIYATUS SHOLIHAH
Program Studi : Fisika
Judul : IDENTIFIKASI PENDUGAAN ZONA AIR TANAH

MENGGUNAKAN METODE GEOLISTRIK KONFIGU-
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MANGLAYANG, BATU KUDA, CIBIRU BANDUNG

Telah dilakukan penelitian untuk mengidentifikasi zona air tanah di wilayah kaki
Gunung Manglayang, Desa Cibiru Wetan, Batu Kuda, Cibiru, Bandung. Metode
yang digunakan dalam penelitian ini yaitu dengan menggunakan metode geolistrik
konfigurasi Wenner-Alpha untuk mengetahui pola sebaran air tanah. Dalam pene-
litian ini pengambilan data dilakukan dengan menggunakan dua lintasan, masing-
masing lintasannya yaitu 155 meter dengan menggunakan 32 elektroda dan spasi
antar jarak elektroda yaitu 5 meter. Data yang didapat kemudian diolah menggu-
nakan software pyGIMLi. Hasil pengolahan data tersebut berupa model resistivitas
2D yang menunjukkan struktur geologi bawah permukaan yang sebenarnya. Hasil
yang didapat dari kedua lintasan tersebut yaitu pada lintasan 1 dapat diindentifikasi
pendugaan air tanah tersebar pada jarak lintasan 0 m-150 m dan berada pada keda-
laman 5 m-30 m, sedangkan pada lintasan 2 pendugaan air tanah tersebar pada jarak
lintasan 0 m-160 m dan berada pada kedalaman 10 m-30 m.
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Research has been conducted to identify groundwater zones in the foothills of
Mount Manglayang, Cibiru Wetan Village, Batu Kuda, Cibiru, Bandung. The me-
thod used in this study is to use the geoelectric method of Wenner-Alpha configu-
ration to determine the distribution pattern of groundwater. In this research, data
collection was carried out using two tracks, each of which was 155 meters using
32 electrodes and the electrode spacing was 5 meters. The data obtained were then
processed using software are pyGIMLi. The results of the data processing are in the
form of a 2D resistivity model which shows the true subsurface geological structure.
The result is obtained from the two trajectories, namely that on line 1, the estimated
groundwater is spread over a trajectory distance of 0 m-150 m and is at a depth of 5
m-30 m, while on line 2 the groundwater estimation is spread over a trajectory of 0
m-160 m. and is at a depth of 10 m-30 m.
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